
 

JB-M4S - portable gas detector  

Reliable protection wherever you are 

Meet the JB-M4S - a compact, lightweight (300g) 
and versatile gas detector that meets the 
highest safety standards! Thanks to its 
advanced technology and robust design, the JB-
M4S will become your indispensable device for 
monitoring concentrations of explosive gases 
(Ex), oxygen (O₂), carbon monoxide (CO) and 
hydrogen sulphide (H₂S). 

Key features of JB-M4S: 

• Advanced catalytic and 
electrochemical sensors - reliable 
measurement accuracy. 

• Waterproof and dustproof (IP65) - ideal 
for use in harsh environments. 

• 32-bit microprocessor - intelligent gas leak detection. 

• Multi-level alarm system - vibration, sound and light signals warn in 
real time. 

• Automatic calibration and periodic test reminders - always ready for 
action. 

•  Comfort of use - gloved operation and intuitive buttons. 

   

 



 

TECHNICAL SPECIFICATION 

Model: JB-M4S Response 
time: 

<30 seconds 

Sampling 
method: 

Natural diffusion Time on 
battery: 

>8 hours 

Charging time: 4-6 hours Sensor 
lifetime: 

>2 years 

Protection 
degree: 

IP66 Alarms: Sound, light, vibration 

Display: 2,4” LCD Dimensions: 
Weigth 

145x69x28mm 
300g(without accesories) 

 

 

 

NewTechHolding sp.z o.o. 

E-mail: biuro@newtechholding.pl 

Tel: 602 266 821 

Standard sensors: 
• EX, O2, CO, H2S 
• Up to 4 sensor on 

client request 

Ranges: 
• Ex: 0 – 100%LEL 
• O2: 0 – 30% Vol 
• CO: 0 – 1000 ppm 
• H2S: 0 – 100 ppm  

          Resolutions: 
• Ex: 1% LEL 
• O2: 0,1%Vol 
• H2S: 1ppm 
• CO: 1ppm 
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